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Product Category Mfg Listed Standard Standard Organization Standard Title Standard Type

29 CFR 1910.1200 Occupational Safety & Health 

Administration

29 CFR Part 1910--Occupational Safety Health Standards Section 

1200--Hazard communication

Other

ASTM D790 ASTM International D790 Standard Test Methods for Flexural Properties of Unreinforced 

and Reinforced Plastics and Electrical Insulating Materials

Test Method

VOCs: California Air 

Resources Board Method 

310

California Air Resources Board VOCs Performance 

Standard

Animal Cleaning 

Products

EPA FIFRA 25b Minimum 

Risk Pesticide Exempt

EPA Meets EPA Exempt Minimum Risk Pesticide Performance 

Standard

Deodorants

Dethatchers

40 CFR 79.23 EPA Fuel Additive Performance 

Standard

ASTM D1094 ASTM International D1094 Standard Test Method for Water Reaction of Aviation Fuels Test Method

ASTM D2274 ASTM International D2274 Standard Test Method for Oxidation Stability of Distillate Fuel 

Oil (Accelerated Method)

Test Method

ASTM D6078 ASTM International D6078 Standard Test Method for Evaluating Lubricity of Diesel Fuels 

by the Scuffing Load Ball-on-Cylinder Lubricity Evaluator (SLBOCLE)

Test Method

ASTM D665 ASTM International D665 Standard Test Method for Rust-Preventing Characteristics of 

Inhibited Mineral Oil in the Presence of Water

Test Method

Cummins L10 Injector 

Depositing Test Detergency  

Cummins Engine Company A standard used to indicate of the ability of a product to provide 

injector cleanliness and  can be used to discriminate fuel/fuel 

additive quality. 

Performance 

Standard

ASTM D4488 ASTM International D4488 Standard Guide for Testing Cleaning Performance of Products 

Intended for Use on Resilient Flooring and Washable Walls

Test Method

No Results

No Results

Leather, Vinyl, and 

Rubber Care 

Products

Industry Standards

Fuel Conditioners

Agricultural Spray 

Adjuvants



GS-37 Green Seal GS-37 Green Seal Environmental Standard for General-Purpose, 

Bathroom, Glass, and Carpet Cleaners Used for Industrial and 

Institutional Purposes

Test Method

Lotions and 

Moisturizers

Shaving Products

ASTM F1110 ASTM International F1110 Standard Test Method for Sandwish Corrosion Test

ASTM F519 ASTM International F519 Standard Test Method for Mechanical Hydrogen 

Embrittlement Evaluation of Plating Processes and Service 

Environments

Sun Care Products 21 CFR Part 352 Food and Drug Administration 21 CFR Part 352 Sun Protection Factor Monogram Performance 

Standard

ASTM D2240 ASTM International D2240 Standard Test Method for Rubber Property—Durometer 

Hardness

Test Method

ASTM D4060 ASTM International D4060 Standard Test Method for Abrasion Resistance of Organic 

Coatings by the Taber Abraser

Test Method

ASTM D412 ASTM International D412 Standard Test Methods for Vulcanized Rubber and 

Thermoplastic Elastomers-Tension

Test Method

ASTM D624 ASTM International D624 Standard Test Method for Tear Strength of Conventional 

Vulcanized Rubber and Thermoplastic Elastomers

Test Method

ASTM D638 ASTM International D638 Standard Test Method for Tensile Properties of Plastics Test Method

ASTM D792 ASTM International D792 Standard Test Methods for Density and Specific Gravity 

(Relative Density) of Plastics by Displacement

Test Method

ASTM E96 ASTM International E96/E96M Standard Test Methods for Water Vapor Transmission of 

Materials

Test Method

ATCC Biosafety Level 1 American Type Culture 

Collection

Minimal potential for causing diseases in humans, plants, animals 

and aquatic life

Performance 

Standard

EPA/600/4-90/027 Environmental Protection 

Agency

EPA 600/4-90-027F Methods for Measuring the Acute Toxicity of 

Effluents and Receiving Waters to Freshwater and Marine 

Organisms

Test Method

NSF Cat. 61 NSF International Pretreatment of Potable Water Sources Performance 

Standard

Water Clarifying 

Agents

Specialty Precision 

Cleaners and 

Solvents

No Results

No Results

Leather, Vinyl, and 

Rubber Care 

Products

Wastewater 

Systems Coatings


